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ABOUT BLAKELEY

Salisbury
Ringwood New Milton

Marlborough

Swindon

Trowbridge

Yeovil

Bournemouth

Weymouth

Welcome to our new Blakeley 
Product Guide – Sixth Edition
At BLAKELEY PROFILES, we offer an unrivalled service, backed up by 

a friendly, knowledgeable and helpful team, to assist you in sourcing 

whatever window trim and roofline requirements you have.

Having had experience in the construction industry since 1997, we 

have built up an understanding of the trade, and have grown year 

on year without sacrificing any of the basic principles that the 

company was founded on: honesty, reliability and integrity.                                                                                   

We offer a next day delivery service, throughout Wiltshire, 

Somerset, Dorset and Hampshire. Being a specialist 

merchant, our stock levels are high, ensuring your 

deadlines are met. Outside of these areas we also use 

a reliable courier company so we can cater for your 

requirements nationwide!

© Blakeley Construction Profiles Ltd 2021
No part of this publication may be copied, reproduced, 
scanned, or stored in any electronic database whether in 
whole or in part, in any form or by any means, without the 
prior written permission of Blakeley Construction Profiles.
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WE CAN SUPPLY ANY COLOUR

We are an established supplier of colour roofline and rainwater 

systems that can satisfy the creative flair of home-owners, 

developers and architects.

Utilising our in house spraying facility, we are able to supply 

coloured roof lanterns, roofline and rainwater goods direct from 

our factory in Salisbury.

Once you have selected your desired product and colour we 

will work closely to ensure all the items required are supplied. The 

goods will be taken out of our warehouse and prepared and 

sprayed to a high standard, and once cured will be packaged

ready for despatch or collection.

We are able to offer a nationwide delivery service

for goods up to 5m long.

We at Blakeley feel you shouldn’t have to compromise on colour in any part of your home. This is 
why we offer a bespoke range of colours and finishes for roof lanterns, roofline and rainwater goods 
so that homeowner’s dreams can become realities.

WE SUPPLY

Coloured Roof Lanterns Coloured Fascia and Soffit Coloured Cladding & Guttering
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FINISH OPTIONS

COLOUR OPTIONS

We offer four finishes to complement any property, whether you have a traditional or contemporary 

style house, with timber, aluminium or pvc windows.

The Woodgrain finish will give 

you all of the benefits of timber 

without the need to regularly 

repaint. All it requires is the 

occasional clean.

Choose your desired colour 

and make it stand out with a 

Metallic fleck to really enhance 

your property.

Choose from Gloss, Satin or 

Matt for your modern home.

SMOOTH

WOODGRAIN

Textured colour is a niche in 

the market which has been 

recognised by Blakeley. 

Give your colour a look that 

mimics aluminium without the 

expense.

TEXTURED

METALLIC

We can spray any fascia, soffit, guttering and cladding system in 
this product guide to any colour.

We usually paint to RAL, BS or NCS colour palettes, but can match 
to other systems, or to an existing colour, as long as you are able 
to send a sample of it to us.

The gallery on the next pages may give you some inspiration if 
needed, or view our website for more ideas.
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SOME RECENT PROJECTS

We supplied the gutter-
ing to this home office 
refurbishment near 
Clapham. Finished in 
RAL7032 it complements 
the timber fascia and 
windows perfectly.

Fascia and soffit finished RAL9001 was 
specified for this project to match the 
windows. A mid sized development of 12 
houses.

Cast iron style gutter and downpipe supplied to an old fishing 
cottage in Cornwall. we matched this colour to an existing paint 
swatch - to the homeowner’s delight!

Rainwater Goods

Housing Estate in Warminster

Cornwall Project
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Cast Iron rainwater goods were supplied to finish off this delightful 
extension to a period property in rural Dorset.

A large chalet bungalow near Wokingham with RAL7039 
fascia and soffit to match the aluminium windows.

A development of four family houses with garages, we supplied 
fascia and soffit finished in RAL7037 to match the doors and 
windows.

PVC guttering supplied to a log cabin manufacturer in RAL7034 
Yellow Grey to match the doors and windows.

Cast Iron Guttering Wokingham Chalet Bungalow

Cornwall Development Rainwater goods for a Log Cabin
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10MM PLAIN CAPPING FASCIA 5 METRE LENGTHS

10mm CAPPING BOARD

10mm Capping Board

Requires a backing 
board.

Most commonly used for 
refurbishment work to 
clad over existing timber. 

Can also be used as 
reveal liner or window 
board.

Refer to page 16 for colour swatches

CODE DESCRIPTION COLOUR
W PG SA

B

SG D
G

AG BR BL

09100 100mm Single Leg

09150 150mm Single Leg

09175 175mm Single Leg

09200 200mm Single Leg

09225 225mm Single Leg

09250 250mm Single Leg

09300 300mm Single Leg

09400 400mm Single Leg

09410 410mm Double Leg

09450 450mm Single Leg

09600 600mm Double Leg

CODE DESCRIPTION COLOUR

W PG SA
B

SG D
G

AG BR BL

091000 100mm Single Leg

091500 150mm Single Leg

091750 175mm Single Leg

092000 200mm Single Leg

092250 225mm Single Leg

092500 250mm Single Leg

093000 300mm Single Leg

093900 390mm Single Leg

10MM CAPPING FASCIA WOODGRAIN 5 METRE LENGTHS
CODE DESCRIPTION COLOUR

A G IO M RW AG
W

CW
G

W
G

C

W
G

W

09150 150mm Single Leg

09175 175mm Single Leg

09200 200mm Single Leg

09225 225mm Single Leg

09250 250mm Single Leg

09300 300mm Single Leg

09400 400mm Single Leg

10MM OGEE CAPPING FASCIA 5 METRE LENGTHS

Items on this page can be 
painted any colour. See 
page 4-5 for more details.
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Refurbishment using capping board 
and Multi-purpose Soffit

The Fascia should have a suitable existing or new backboard.

The capping board should be fixed so that the weight of the 

eaves course of tiles is distributed across the backboard and/

or tilt fillets.

The soffit board should be supported on bearers at the foot of 

every rafter and be securely supported at each end. 

A preferred method is to support them by battens nailed or 

screwed to the rafters as shown in the diagrams. 

The bearers should be checked for line and level and suitable 

packing installed where necessary.

New build using Mammoth board and 
Multi-purpose board

PREFERRED INSTALLATION METHODS

When Mammoth Fascia is specified the roof covering should 

be supported by adequate means at the rafter ends.  This 

can be by means of a tilt fillet, lay board or a shaped batten 

which extends the full length of the roof line. 

A lay board is particularly desirable in the case of pitches less 

than 30° as it will prevent any sagging of the Sarking felt.

Vented soffit boards are available in a range of sizes when 

roof ventilation via the soffit is specified.

The boards fit into the groove of the Mammoth Board and 

should be fixed to suitable soffit bearers.

Stainless steel fixings must 
always be used
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18MM MAMMOTH FASCIA 5 METRE LENGTHS

18MM MAMMOTH FASCIA WOODGRAIN 5 METRE LENGTHS

18MM OGEE MAMMOTH FASCIA 5 METRE LENGTHS

18mm MAMMOTH FASCIA BOARD

18mm Mammoth Board

Nail directly to rafter feet.

Suitable for new build 
applications or total 
replacement if existing 
timber is rotten.

Also available in round 
nose or ogee boards.

CODE DESCRIPTION COLOUR
W PG SA

B

SG D
G

AG BR BL

18150 150mm Single Leg

18175 175mm Single Leg

18200 200mm Single Leg

18225 225mm Single Leg

18250 250mm Single Leg

18300 300mm Single Leg

18410 410mm Double Leg

CODE DESCRIPTION COLOUR

W PG SA
B

SG D
G

AG BR BL

181500 150mm Single Leg

181750 175mm Single Leg

182000 200mm Single Leg

182250 225mm Single Leg

182500 250mm Single Leg

184000 405mm Single Leg

CODE DESCRIPTION COLOUR

A G IO M RW AG
W

CW
G

W
G

C

W
G

W

18150 150mm Single Leg

18175 175mm Single Leg

18200 200mm Single Leg

18225 225mm Single Leg

18250 250mm Single Leg

18400 400mm Single Leg

Refer to page 16 for colour swatches

Items on this page can be 
painted any colour. See 
page 4-5 for more details.
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18MM ROUND NOSE MAMMOTH FASCIA 5 METRE LENGTHS 25MM WOODGRAIN TUDOR BOARD 5 METRE LENGTHS

16MM FLAT FASCIA 5 METRE LENGTHS

FASCIA & SOFFIT BOARDS

A round nose board suitable for use as a fascia board or 
window board in new build situations.

A flat profile suitable for open eaves situations 
or fixing directly to brickwork.

Foiled on three edges  - Fix to house walls to create a 
Tudor beam effect.

CODE DESCRIPTION COLOUR
W PG SA

B

SG D
G

AG BR BL

18150R 150mm S/R Edge

18175R 175mm S/R Edge

18200R 200mm S/R Edge

18250R 250mm S/R Edge

18400R 410mm S/R Edge

CODE DESCRIPTION COLOUR

A G IO M RW AG
W

CW
G

W
G

C

W
G

W

FMXT145 145 x 25mm

CODE DESCRIPTION COLOUR

W PG SA
B

SG D
G

AG BR BL

16100F 100mm S/R Edge

16125F 125mm S/R Edge

16150F 150mm S/R Edge

16175F 175mm S/R Edge

16200F 200mm S/R Edge

16250F 250mm S/R Edge

16300F 300mm S/R Edge

Refer to page 16 for colour swatches

Items on this page can be 
painted any colour. See 
page 4-5 for more details.
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10MM MULTIPURPOSE BOARD 5 METRE LENGTHS

10MM VENTED SOFFIT WHITE & WOODGRAIN 5M LENGTHS

10MM MULTIPURPOSE BOARD WOODGRAIN 5M LENGTHS

10MM HOLLOW SOFFIT 5 METRE LENGTHS

10mm SOFFIT BOARDS

A flat board for a crisp clean finish. Suitable for use with 
breather felts or with ventilation above the fascia.

A flat board for a crisp clean finish. Suitable for use with 
breather felts or with ventilation above the fascia.

Provides a cost effective alternative to cellular boards – use lengthways or widthways 
to complement the property. 
NB: Not suitable for vertical cladding applications.

Slots enable 10kmm2/lin m (single vent) for roof pitches above 15º 

Vent is always 
45mm from the 
finished edge.

CODE DESCRIPTION COLOUR
W PG SA

B

SG D
G

AG BR BL

10100 100mm S/R Edge

10150 150mm S/R Edge

10175 175mm S/R Edge

10200 200mm S/R Edge

10225 225mm S/R Edge

10250 250mm S/R Edge

10300 300mm D/R Edge

10350 350mm D/R Edge

10400 405mm D/R Edge

10450 450mm S/R Edge

10500 500mm S/R Edge

10600 605mm D/R Edge

CODE DESCRIPTION COLOUR

W PG SA
B

SG D
G

AG BR BL

HS100 100m

HS300 300mm W PG SAB SG DG AG BR BL 
A G IO M RW AGW CWG WGC WGW

CODE DESCRIPTION COLOUR

A G IO M RW AG
W

CW
G

W
G

C

W
G

W

10100 100mm S/R Edge

10150 150mm S/R Edge

10175 175mm S/R Edge

10200 200mm S/R Edge

10225 225mm S/R Edge

10250 250mm S/R Edge

10300 300mm D/R Edge

10400 405mm D/R Edge

10600 605mm D/R Edge

CODE DESCRIPTION COLOUR

W AG A G IO M RW

VS100 100mm S/R Edge

VS150 150mm S/R Edge

VS175 175mm S/R Edge

VS200 200mm S/R Edge

VS225 225mm S/R Edge

VS250 250mm S/R Edge

VS300 300mm S/R Edge

VS400 405mm D/R Edge

VS450 450mm S/R Edge

VS600 605mm D/R Edge

Refer to page 16 for colour swatches

Items on this page can be 
painted any colour. See 
page 4-5 for more details.
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300MM INTERNAL CORNER

300MM EXTERNAL CORNER 600MM FASCIA CORNER300MM FASCIA JOINER 600MM FASCIA JOINER

10MM DOUBLE VENTED SOFFIT 5 METRE LENGTHS

CODE DESCRIPTION UNIT

CJ542 D/I Corner Joint Each

CODE DESCRIPTION UNIT

FJ342 S/Leg Inline Joint Each

CODE DESCRIPTION UNIT

FJ542 D/Leg Inline Joint Each

CODE DESCRIPTION UNIT

CJ342 Ext. Corner Joint 90° Each

EJ135 Ext. Corner Joint 135° Each

CODE DESCRIPTION UNIT

IJ342 Int. Corner Joint 90° Each

IJ135 Int. Corner Joint 135° Each

CORNERS & JOINERS

25kmm2/lin m ventilation for roof pitches less than 15º.

Fascia corners cover the mitred ends of fascia boards. Use double leg 
corners with large fascias or when making up box ends.

Fascia joiners are used to cover butt joints in fascia. Use double leg joiners 
with large fascias or when making up box ends. Finials are an attractive 
alternative used at gable end peaks.

Always allow a 5mm expansion gap between boards. Fix joiners with 
polytop pins, super glue or a gap filling adhesive.

CODE DESCRIPTION COLOUR

W PG SA
B

SG D
G

AG BR BL

DV225 225mm S/R Edge

DV300 300mm S/R Edge

DV350 350mm S/R Edge

DV450 450mm S/R Edge

Available in all standard and woodgrain 
colour options

Available in all standard and woodgrain 
colour options

Available in all standard and woodgrain 
colour options

Refer to page 16 for colour swatches

FINIAL
CODE DESCRIPTION UNIT

FIN01 S/Leg Inline Joint Each
600MM R/NOSE JOINER 600MM R/NOSE CORNER JOINT
CODE DESCRIPTION UNIT

FJ542R Round Nose Joint Each

CODE DESCRIPTION UNIT

CJ542R Round Nose Joint Each

Available in all standard and woodgrain 
colour optionsAvailable in white

Available in white

Available in white Available in white
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20MM INLINE JOINT TRIM

FELT EDGE TRIM

SOFFIT FLEXI JOINER FASCIA BOARD END CAP

CODE DESCRIPTION UNIT

FRTRMW ‘F’ Trim 5m

CODE DESCRIPTION UNIT

HSTRW ‘W’ Trim - White 5m

CODE DESCRIPTION UNIT

BM452 42x50mm Each

BM423 42x315mm Each

CODE DESCRIPTION UNIT

ILT5M Inline Joint Trim 5m

FASCIA CORNERS & SOFFIT TRIMS

Available in white - see page 16 for 
swatches

Available in white and woodgrain options

Available in white - see page 16 for 
swatches

Available in white and woodgrain options 
- see page 16 for swatches

HOLLOW SOFFIT ‘J’ TRIM
CODE DESCRIPTION UNIT

HSTRJ ‘J’ Trim 5m

Also known as ‘Starter Trim’. 
Use when cladding existing soffit board

FLAT FASCIA D/LEG JOINER FLAT FASCIA D/LEG CORNER
CODE DESCRIPTION LENGTH

FMFJJ Double Leg Joiner 600mm

CODE DESCRIPTION UNIT

FMFXX Double Leg Corner Each

35MM HOLLOW SOFFIT ‘H’ TRIM
CODE DESCRIPTION UNIT

HSTRH ‘H’ Trim 5m

300MM CORNER JOINT OGEE
CODE DESCRIPTION UNIT

CJ342O S/I Corner Joint Each

600MM CORNER JOINT OGEE
CODE DESCRIPTION UNIT

CJ542O D/I Corner Joint Each

300MM OGEE FASCIA JOINT
CODE DESCRIPTION UNIT

FJ342O S/Leg Inline Joint Each

600MM OGEE FASCIA JOINT
CODE DESCRIPTION UNIT

FJ542O D/Leg Inline Joint Each

Available in all standard colour options - 
see page 16 for swatches

Available in all standard colour optionst - 
see page 16 for swatches

Available in all standard colour options - 
see page 16 for swatches

Available in all standard colour options - 
see page 16 for swatches

Available in all standard and woodgrain 
colour options - swatches on page 16

Available in all standard and woodgrain 
colour options - swatches on page 16

Available in white - see page 16 for 
swatches

Items on this page can be 
painted any colour. See 
page 4-5 for more details.
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10KMM2/M SOFFIT VENT 70MM Ø SOFFIT VENT DISC25KMM2/M SOFFIT VENT ‘H’ OVER FASCIA VENT BLACK

EAVES COMB FILLER BLACK FELT SUPPORT TRAY BLACK DAMP PROOF COURSE

CODE DESCRIPTION UNIT

SV001 Soffit Vent 2.4m

CODE DESCRIPTION UNIT

SVD001 Soffit Vent Disc Each

CODE DESCRIPTION UNIT

HSV10 Soffit Vent ‘H’ 5m

CODE DESCRIPTION UNIT

OFV10 Over Fascia Vent 1m

OFV25 Over Fascia Vent 1m

CODE DESCRIPTION UNIT

ECF1 Eaves Comb Filler 1m

CODE DESCRIPTION UNIT

FST15 Felt Support Tray 1.5m

CODE DESCRIPTION UNIT

DPC300 300mm DPC 30m

DPC450 450mm DPC 30m

ROOFING ANCILLARIES

2.4m soffit vent to 
provide 10 kmm2/m airflow.

A circular push fit vent – spaced at 
150mm centres provides 10kmm2/m.

5m soffit vent for PVC board 
to connect into either side.

Sits on top of the 
fascia, hidden by 
the guttering and overhangs. 
Airflow rating: 10 or 25 kmm2/m.

Eaves must be ventilated to 
building regulation standards to 
ensure adequate airflow

Available in all standard colour options - 
see page 16 for swatches

Available in white, brown and black Available in white, brown, black, 
anthracite and caramel.

Items on this page can be 
painted any colour. See 
page 4-5 for more details.
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SWATCHES

Standard Colours

Embossed Cladding Colours

RAL 9003
White

W

W

SG

PG

PG

SGN

SAB

SA

SG

PB W

DG

AB LO

AG

MG

BR

SG RW

BL

CB PI

RAL 1013 RAL 1015 RAL 7045 RAL 7015 RAL 7016
Anthracite GreyDark GreyStorm GreySablePale Gold

RAL 8017
Leather Brown

RAL 9005
Black

Colonial Blue PineStorm Grey RosewoodMisty Grey

Argyl Brown Light OakPale Blue WhiteSandPale GoldWhite

Slate Grey Sage Green

Nearest RAL Colour:

Colour name:

Colour name:

Colour name:

BLAKELEY CODE: 
Add after product 
code

BLAKELEY CODE: 
Add after product 
code

BLAKELEY CODE: 
Add after product 
code

Black Ash Anthracite Grey

A AGW

Rosewood

White

RW

WGW

Mahogany

M

Golden Oak

Chartwell Green

G

CWG

Irish Oak

Cream

IO

WGC

Woodgrain

STANDARD

PREMIUM
1. Colours shown for availability identification only. Please see colour swatch or product 
samples for exact colour representations.
2. Please note that the nearest RAL numbers above are provided for reference 
purposes only and do not guarantee a precise match. It is recommended that actual 
product sampes be used for comparison purposes.

Window Board Colours
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STANDARD CLADDING

150MM SHIPLAP100MM ‘V’ JOINT
CODE DESCRIPTION UNIT

SC151 Cladding 5m

CODE DESCRIPTION UNIT

VC100 Cladding 5m

Fix horizontally, vertically or diagonally to exterior surfaces to achieve a strong 
protective and decorative surface. 
Use shiplap or V joint to complement the property.

A 25mm air gap must be maintained to allow air to circulate and a vapour permeable 
barrier should be used in situations of timber studding or walls which are not fully 
weather tight.

CLADDING INSTALLATION GUIDE

Fix perimeter frame and intermediate 
vertical battens to wall.

HORIZONTAL FIXING
FloPlast 150mm Shiplap and 100mm V Joint Cladding, should be
fixed at centres not exceeding 600mm. If installation is to be above
second storey height, then this should be reduced to 400mm.

Working from a level line, the starter Trim is fixed to timber studs or
battens using the specified 30mm cladding pins. All other framing
trims are then fitted. Where two-part Trims are required (external
and internal corners, or top edge trim), only the back half is fixed at
this stage.

The bottom cladding plank is then located firmly in the starter Trim
and vertical Trims, and fixed into place using the specified 30mm
cladding pins, starting at one end, or working from the centre
outwards. At the end of each plank a 5mm gap should be allowed
for expansion.

Where necessary, trims and planks are cut to size and shape (e.g.
along the verge) with a fine toothed saw.

Subsequent planks are fitted into the preceding planks, ensuring that the
tongue-and-groove joint is firmly closed, and nail heads are concealed.

If it becomes necessary to cut the top plank to fit the remaining
space, then off cuts of Cladding should be placed behind the cut
plank at each fixing centre.

Where sections longer than 5m are to be clad, Butt Joints of
adjacent cladding planks should be concealed with an individual
butt joint trim or by a centre Joint Trim fixed to a batten or stud, and
a 10mm expansion gap should be allowed between the planks. For
aesthetic reasons the positioning of any centre Joint Trims should be
taken into account at the planning stage.

Where two-part trims have been used, fastening the front part of the
Trim completes the installation.

VENTILATION
A minimum clear air space of 25mm must be provided behind the
cladding, and this can be achieved, by using 25 x 38mm
recommended battens. If insulation material is used the gap
must be kept clear to allow air to circulate at all times.

WEATHERPROOFING
The FloPlast cladding system is not air or water vapour tight, 
but will withstand normal weather conditions owing to its
interlocking joint. It is advised that when used on timber
studding, or walls which are not fully weathertight or subject to
exposed conditions, that the system should be backed by a
vapour permeable membrane complying with BS4016 : 1972.
Requirements for drainage must be made to allow for any
driving water that has penetrated.
To achieve this 10mm holes should be positioned every metre in
the horizontal lower batten.

INSTALLATION DETAILS

Fix perimeter
frame and

intermediate
vertical

battens to
wall

Fix all
perimeter

trims

Fit
remaining

planks and
engage

male part
of two-part

trims.

Fit first plank
at base

15www.floplast.co.uk

HORIZONTAL FIXING
FloPlast 150mm Shiplap and 100mm V Joint Cladding, should be
fixed at centres not exceeding 600mm. If installation is to be above
second storey height, then this should be reduced to 400mm.

Working from a level line, the starter Trim is fixed to timber studs or
battens using the specified 30mm cladding pins. All other framing
trims are then fitted. Where two-part Trims are required (external
and internal corners, or top edge trim), only the back half is fixed at
this stage.

The bottom cladding plank is then located firmly in the starter Trim
and vertical Trims, and fixed into place using the specified 30mm
cladding pins, starting at one end, or working from the centre
outwards. At the end of each plank a 5mm gap should be allowed
for expansion.

Where necessary, trims and planks are cut to size and shape (e.g.
along the verge) with a fine toothed saw.

Subsequent planks are fitted into the preceding planks, ensuring that the
tongue-and-groove joint is firmly closed, and nail heads are concealed.

If it becomes necessary to cut the top plank to fit the remaining
space, then off cuts of Cladding should be placed behind the cut
plank at each fixing centre.

Where sections longer than 5m are to be clad, Butt Joints of
adjacent cladding planks should be concealed with an individual
butt joint trim or by a centre Joint Trim fixed to a batten or stud, and
a 10mm expansion gap should be allowed between the planks. For
aesthetic reasons the positioning of any centre Joint Trims should be
taken into account at the planning stage.

Where two-part trims have been used, fastening the front part of the
Trim completes the installation.

VENTILATION
A minimum clear air space of 25mm must be provided behind the
cladding, and this can be achieved, by using 25 x 38mm
recommended battens. If insulation material is used the gap
must be kept clear to allow air to circulate at all times.

WEATHERPROOFING
The FloPlast cladding system is not air or water vapour tight, 
but will withstand normal weather conditions owing to its
interlocking joint. It is advised that when used on timber
studding, or walls which are not fully weathertight or subject to
exposed conditions, that the system should be backed by a
vapour permeable membrane complying with BS4016 : 1972.
Requirements for drainage must be made to allow for any
driving water that has penetrated.
To achieve this 10mm holes should be positioned every metre in
the horizontal lower batten.
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Fix all perimeter trims. Fit first plank at base. Fit remaining planks and engage male 
part of two part trims.

Illustration of typical horizontal fixing

17Available in white and woodgrain options 
- see page 16 for swatches

Available in white and woodgrain options 
- see page 16 for swatches

Items on this page can be 
painted any colour. See 
page 4-5 for more details.
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EMBOSSED CLADDING

CLADDING TRIMS

DRIP TRIM

STARTER TRIMMULTI-FUNCTION TRIM

CODE DESCRIPTION UNIT

CLDRT Cladding Trim 3m

CODE DESCRIPTION UNIT

CLSTT Cladding Trim 3m

CODE     DESCRIPTION UNIT

FCD220E    Cladding Trim 3m

UNIVERSAL CHANNEL INTERNAL/EXTERNAL CORNER CENTRE JOINT TRIM
CODE DESCRIPTION UNIT

CLULC Cladding Trim 3m

CODE DESCRIPTION UNIT

CLIEX Cladding Trim 3m

CODE DESCRIPTION UNIT

CLCJT Cladding Trim 3m

Stainless steel fixings must 
always be used

BUTT JOINT TRIM TOP EDGE TRIM
CODE DESCRIPTION UNIT

CLBJT Butt Joint Trim Each

CODE DESCRIPTION UNIT

CLTET Top Edge Trim 3m

333MM DOUBLE SHIPLAP
CODE DESCRIPTION UNIT

FCD333 Embossed Cladding 5m

170MM WEATHERBOARD
CODE DESCRIPTION UNIT

FCF170 Embossed Cladding 5m

Available in all colour and woodgrain 
options - see page 16 for swatches

Available in all colour and woodgrain 
options - see page 16 for swatches

Used to cap cladding sides. Available in 
all colour and woodgrain options.

Used to finish corner details. Available in 
all colour and woodgrain options.

Used to join cladding boards. Available in 
all colour and woodgrain options.

Used to join cladding boards. Available in 
all colour and woodgrain options.

Used to finish cladding for a hidden fix-
ing. Available in all colour and woodgrain 
options.

Used above window heads to create drip 
detail. Only available in white.

Used to start cladding for a hidden fixing. 
Only available in white.

Can be used to create corners, stops and 
joiners. Available in embossed cladding 
colours.

Items on this page can be 
painted any colour. See 
page 4-5 for more details.
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FIXINGS

30MM CLADDING PIN 30MM POLY TOP PIN

50MM POLY TOP NAIL 65MM POLY TOP NAIL

30MM STAINLESS STEEL SCREW

DOME CAPS

40MM POLY TOP PIN
CODE DESCRIPTION UNIT

CLP30 Cladding Pin 250

CODE DESCRIPTION UNIT

PTP30 Poly Top Pin 250

CODE DESCRIPTION UNIT

PTN50 Poly Top Nail 100

CODE DESCRIPTION UNIT

PTN65 Poly Top Nail 100

CODE DESCRIPTION UNIT

ACS250 Stainless Steel Screw 250

CODE  DESCRIPTION UNIT

DCWW  For 4mm screws 200

DCWW10  For 5&6mm screws 200

CODE DESCRIPTION UNIT

PTP40 Poly Top Pin 250
30mm stainless steel annular ring suitable for 
fixing cladding boards and trims. 
Also used for secret fixing of soffit boards.

Includes one torx bit Available in all colour and woodgrain 
options - see page 16 for swatches

Available in white, brown, black and 
anthracite grey

Available in all colour and woodgrain 
options - see page 16 for swatches

Available in all colour and woodgrain 
options - see page 16 for swatches

Available in all colour and woodgrain 
options - see page 16 for swatches

Items on this page can be 
painted any colour. See 
page 4-5 for more details.
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PLASTIC PLUGS Y/PASS SCREWS

Y/PASS SCREWS

BAYPOLE SCREWS

CHISEL KNIFE

MOON KNIFE

FRAME FIXINGS

FLAT GLAZING PACKERS

CODE DESCRIPTION UNIT

PPRED Red 100

PPBRW Brown 100

CODE      DESCRIPTION UNIT

CODE      DESCRIPTION UNIT

YPS3520 3.5 x 20mm 200
YPS3525 3.5 x 25mm 200
YPS3530 3.5 x 30mm 200
YPS3535 3.5 x 35mm 200
YPS3540 3.5 x 40mm 200
YPS3550 3.5 x 50mm 200
YPS420 4 x 20mm 200
YPS425 4 x 25mm 200
YPS430 4 x 30mm 200
YPS435 4 x 35mm 200
YPS440 4 x 40mm 200
YPS445 4 x 45mm 200
YPS450 4 x 50mm 200
YPS4540 4.5 x 40mm 200
YPS4550 4.5 x 50mm 200
YPS4560 4.5 x 60mm 200
YPS4570 4.5 x 70mm 200
YPS460 4 x 60mm 200
YPS470 4 x 70mm 200
YPS525 5 x 25mm 200
YPS530 5 x 30mm 200
YPS540 5 x 40mm 200
YPS550 5 x 50mm 200
YPS560 5 x 60mm 200
YPS570 5 x 70mm 200
YPS580 5 x 80mm 200
YPS590 5 x 90mm 200
YPS5100 5 x 100mm 200

CODE DESCRIPTION UNIT

BPS50 50 x 4.8mm 100

BPS60 60 x 4.8mm 100

BPS70 70 x 4.8mm 100

BPS80 80 x 4.8mm 100

CODE DESCRIPTION UNIT

CK1 Chisel Knife Each

CODE  DESCRIPTION UNIT

RC376DM  Moon Knife Each

CODE DESCRIPTION UNIT

FF8100 8 x 100mm 100

FF8120 8 x 120mm 100

FF1080 10 x 80mm 100

FF10100 10 x 100mm 100

FF1015 10 x 115mm 100

FF10135 10 x 135mm 100

FF10160 10 x 160mm 100

CODE DESCRIPTION UNIT

FP1 28 x 1.0mm 1000

FP2 28 x 2.0mm 1000

FP3 28 x 3.0mm 1000

FP4 28 x 4.0mm 1000

FP5 28 x 5.0mm 1000

FP6 28 x 6.0mm 1000

GPM28 Assorted Pk 1-10mm 200

MASONRY SCREWS C/W TORX HEAD
CODE DESCRIPTION UNIT

CMS82 82 x 7.5mm 100

CMS102 102 x 7.5mm 100

CMS122 122 x 7.5mm 100

CMS132 132 x 7.5mm 100

CMS150 150 x 7.5mm 100

CMS180 180 x 7.5mm 100

Plastic expansion 
plugs for general 
fixing.

FIXINGS & TOOLS

5M TAPE MEASURE
CODE DESCRIPTION UNIT

TM5 5M Tape Measure Each

YPS660 6 x 60mm 200
YPS680 6 x 80mm 200
YPS6100 6 x 100mm 200
YPS6120 6 x 120mm 200
YPS6150 6 x 150mm 200
YPS6180 6 x 180mm 200

Continued right
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HOLE SAW

THOR HAMMER

TRIMSNIPS TRIMSNIPS WITH STANLEY BLADE

HSS DRILL BITS SDS MASONRY DRILL BITS

STANLEY KNIFE

STANLEY KNIFE BLADES

CODE DESCRIPTION UNIT

HS70 70mm Hole Saw Each

HSARB1 32-152mm Arbor Each

CODE DESCRIPTION UNIT

TSN1 Trimsnips Each

CODE DESCRIPTION UNIT

TSN2 Snips with Blade Each

CODE DESCRIPTION UNIT

HSS5 5mm HSS Drill Bit Each

HSS6 6mm HSS Drill Bit Each

HSS7 7mm HSS Drill Bit Each

HSS8 8mm HSS Drill Bit Each

HSS9 9mm HSS Drill Bit Each

HSS10 10mm HSS Drill Bit Each

HSS11 11mm HSS Drill Bit Each

HSS12 12mm HSS Drill Bit Each

HSS13 13mm HSS Drill Bit Each

CODE DESCRIPTION UNIT

SDS516 5mm x 160mm Each

SDS5516 5.5mm x 160mm Each

SDS616 6mm x 160mm Each

SDS7210 7mm x 210mm Each

SDS821 8mm x 210mm Each

CODE DESCRIPTION UNIT

SK1 Stanley Knife Each

CODE DESCRIPTION UNIT

SKB Knife Blades Pk 10

TOOLS

KNIFE WITH HOLSTER
CODE DESCRIPTION UNIT

SK2 Knife with Holster Each

CODE      DESCRIPTION UNIT
TH38 Nylon Hammer Each
TH0712NF Nylon Face Each
TH0712VF Plastic Face Each
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TOOLS, CLEANING & ACCESS

BUCKETS

ROPES & STRAPS

BRUSHES REFUSE DISPOSAL
CODE DESCRIPTION UNIT

BU3B 3 Gallon Bucket Black Each

GOR42 42L Medium Gorilla Bucket Each

GOR75 75L Large Gorilla Bucket Each

CODE DESCRIPTION UNIT

BR630 Blue Polyprop Rope 6mm 30m

51SH 5m Mini Ratchet Strap Pk 2

4PACK 5m Mini Ratchet Strap Pk 4

30406 Asstd. Bungee Strap Pk 6

304010 Asstd. Bungee Strap Pk 10

CODE DESCRIPTION UNIT

B24B 24” Bass Broom with Handle Each

B24C Coco Broom complete with Handle Each

BDRR Dustpan & Brush Set Each

CODE DESCRIPTION UNIT

BSACK Black Refuse Sacks 200

BIN90 90L Dustbin Each

CDS129 Cotton Dust Sheets Each

UNIVERSAL SAW 8 TPI

PVC SAW 14 TPI

CODE  DESCRIPTION UNIT

JACK880  20” Saw Each

JACK990  22” Saw Each

CODE DESCRIPTION UNIT

SJP 20” Saw Each

BAH14 14” Saw Each

CABLE TIES
CODE DESCRIPTION UNIT

CT282 282mm 100

Huge range of tools available for 
overnight delivery. Please ask for 
more details.
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CLOTHING & PPE

FIRST AID PRODUCTS

EAR PROTECTION

GLOVES

DUST MASKS EYE PROTECTION
CODE DESCRIPTION UNIT

FAK10P 10 Person First Aid Kit Each

EWS Eye Wash Station Each

ASPL150 Assorted Plasters Box

CODE DESCRIPTION UNIT

ED Ear Defenders Each

EP Ear Plugs Pk 10

CODE DESCRIPTION UNIT

GLLU Latex Coated Glove Pair

GLTHLC Thermal Latex Coated Glove Pair

GLLAT Latex Glove 100

CODE DESCRIPTION UNIT

DM8822 8822 Dust Mask FFP2 Each

DMCOM Comfort Mask Pk50

CODE DESCRIPTION UNIT

SGO Safety Goggles Each

SGL Safety Glasses Each

Huge range of PPE available for overnight delivery. 
Please ask for more details.
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SILICONE, ADHESIVES & CLEANERS

LOW MODULUS SILICONE ROOF & GUTTER SEALANT

COX SKELETON GUN

NON DRIP SKELETON GUN

PREMIUM GLASS SILICONE
CODE DESCRIPTION UNIT

LMSBL Black 310ml

LMSCA Caramel 310ml

LMSCL Clear 310ml

LMSMA Mahogany 310ml

LMSWH White 310ml

CODE DESCRIPTION UNIT

RGBL Black Sealant 300ml

CODE DESCRIPTION UNIT

CXSGN C3 Cartridge Each

CODE DESCRIPTION UNIT

NDSGN C3 Cartridge Each

NDSGN12/26 C3/Resin Cart.  Each

NDSGN26 C3 Cartridge Each

CODE DESCRIPTION UNIT

SILSCGWH White Silicone 300ml

SILSCGBL Black Silicone 300ml

A neutral silicone that 
is PVC compatible 
Elasticity 50%.

SELF
CLEANING

GLASS

PREMIUM LOW MODULUS
CODE DESCRIPTION UNIT

DOW791BL Black Silicone 300ml

DOW791WH White Silicone 300ml

PVC 
COMPATIBLE

EXPANDING FOAM
CODE DESCRIPTION UNIT

EXFOM Hand Held Canister 750ml

EXFRF Gun Grade Refill 750ml

Fills holes, sticks and 
insulates around 
window and door 
linings. Fire-rated 
or standard.

PVC 
COMPATIBLE

M/PURPOSE ADHESIVE & SEALANT
CODE   DESCRIPTION UNIT

SE310WH   White 310ml

SE310CL   Clear 310ml

PVC 
COMPATIBLE

PVC 
COMPATIBLE

LEADMATE SEALANT
CODE DESCRIPTION UNIT

LSGR Grey Lead Sealant 300ml

Huge range of RAL colours available, 
please ask for more details.

EXPANDING FOAM GUN
CODE DESCRIPTION UNIT

EFGUN Gun Each
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SILICONE, ADHESIVES & CLEANERS

PVC CREAM CLEANER

PAPER HAND TOWEL

GLASS CLEANER

SUPER GLUE SUPER GLUE ACTIVATOR

PVC CLEANING WIPEGAP FILLING ADHESIVE

CODE DESCRIPTION UNIT

PCRCLNR Cream Cleaner 1L

CODE DESCRIPTION UNIT

PHTWL Paper Towel Roll

CODE DESCRIPTION UNIT

WGCLNR Glass Cleaner 1L

CODE DESCRIPTION UNIT

SGLUEHV High Viscosity 50g

CODE DESCRIPTION UNIT

SGACT Spray 200ml

CODE DESCRIPTION UNIT

PWIPE PVC Wipes Each

CODE DESCRIPTION UNIT

STEL61BR Mahogany 300g

STEL61CL Clear 300g

STEL61WH White 300g

PVC 
COMPATIBLE

SOLVENT BASED PVC CLEANER
CODE DESCRIPTION UNIT

PC100 PVC Cleaner 1Litre
25
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LAMINATED WINDOW BOARDS

• Suitable for most window and conservatory applications
• Heat resistant and easy to fit
• Scratch and abrasion resistant
• No painting or finishing required
• Available in five finishes and a range of 8 widths

WINDOW
BOARDS

Window Boards are 22mm 
thick and have a melamine 
laminate finish, bonded to a 
P3 moisture resistant 
chipboard core. 

WINDOW BOARD END CAPS WINDOW BOARD EXTERNAL MITRE JOINTS WINDOW BOARD INTERNAL MITRE JOINTS
CODE DESCRIPTION UNIT

KBECW White End Cap Each 

KBELO Light Oak End Cap Each 

KBEWG Brown End Cap Each

CODE DESCRIPTION UNIT

KBEMSW White External Mitre Joint Each 

KBEMSLO Light Oak External Mitre Joint Each 

KBEMSWG Brown External Mitre Joint Each

CODE DESCRIPTION UNIT

KBMSW White Internal Mitre Joint Each 

KBMSLO Light Oak Internal Mitre Joint Each 

KBMSWG Brown Internal Mitre Joint Each

One end 90º 
Other end straight 
connector

One end 90º 
Other end 135º

PVC ROUND NOSE FASCIA/WINDOW BOARD
CODE DESCRIPTION UNIT COL

09150R 150mm Single Leg 5m

09175R 175mm Single Leg 5m

09200R 200mm Single Leg 5m

09225R 225mm Single Leg 5m

09250R 250mm Single Leg 5m

09400R 405mm Double Leg 5m

BM09R Large End Caps Each

CODE SIZE W x D COLOUR

W LO RW PI

WB150 150mm x 22mm

WB180 180mm x 22mm

WB200 200mm x 22mm

WB225 225mm x 22mm

WB250 250mm x 22mm

WB300 300mm x 22mm

WB600 600mm x 22mm

WB900 900mm x 22mm

LAMINATED WINDOW BOARD 5 METRE LENGTHS
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Items on this page can be 
painted any colour. See 
page 4-5 for more details.
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SHOWER PANELS

We all lead hectic lives and at the end of a 
busy day want to return to a relaxing and 
easy to maintain home. Interior decorative 
panelling is a stylish, modern convenient 
interior decorative wall and ceiling 
panelling system that is easy to fit and 
simple to maintain.

PERGAMON

YORK

ICELANDIC

PLATINUM

PORTLAND

GALAXY

BLACK DIAMOND

WHITE 
GLOSS

ASPEN

LIGHTNING

WHITE MARBLE

WHITE DIAMOND

STORM

OYSTER

SAND DUNE

DECORATIVE
SHOWER PANELS

The high gloss tongue 
and groove PVC panels 
are available in a wide 
variety of designs and 
colours from classic 
marble to realistic 
woodgrain through to 
shimmering diamond and 
contemporary granite. 
There is something for 
everyone.

We all lead hectic lives and at the end of a busy day want to return to a relaxing 
and easy to maintain home.  Geopanel interior decorative panelling is a stylish, 
modern convenient interior decorative wall and ceiling panelling system that is 
easy to fit and simple to maintain. 

DECORATIVE AND STYLISH
The high gloss tongue and groove PVC panels 
are available in a wide variety of designs 
and colours from classic marble to realistic 
woodgrain through to shimmering diamond 
and contemporary granite there is something 
for everyone. 

With a choice of attractive white, silver and 
black trims Geopanel is perfect for all walls and 
ceilings in homes and offices.

CHOICE OF SIZES

Standard
250mm wide panels – ideal for walls and 
ceilings

Wide
1 metre wide panels – ideal for bathroom 
walls and showers to instantly create a 
shower cubicle.

EASY TO FIT

✓✓ The perfect alternative to tiling

✓✓ No specialist training needed, easy  
to fit system. 

✓✓ No drying time and grouting – get the job 
done in one day 

✓✓ Fix over existing surfaces including tiles

✓✓ Range of trims to give a professional finish

✓✓ Light to handle and transport

✓✓ Simple to fit tongue and groove panels

EASY TO MAINTAIN 

✓✓ 100% waterproof PVC core

✓✓ Hygienic, wipe clean surface

✓✓ Mould free

✓✓ No grouting to discolour or leak

✓✓ Excellent insulation and  
sound proofing 

Make life easier with Geopanel

✓ Easy to fit    ✓ Easy to maintain    ✓ Easy to clean

32
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painted any colour. See 
page 4-5 for more details.
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April 2013

www.freefoam.com
sales@freefoam.com

Central Commercial Park
Centre Park Road
Cork 
IRELAND

T 021 496 6311
F 021 496 5273 

77-83 St James Mill Road
Northampton
NN5 5JP
UK

T 01604 591 110 
F 01604 580 299

A range of trims available to ensure an easy professional fit.

5mm panels: Gloss White ,Silver & Black,  
2700mm Length
10mm panels: Gloss White and Silver,   
2400mm Lengths

INTERNAL CORNER TRIM:  
Use on 90˚ internal corners
Standard  Wide 
White GET8ICWH White GET7ICWH
Silver GET8ICSI Silver GET7ICSI
Black GET8ICBL  

EXTERNAL CORNER TRIM:  
Use on 90˚ external corners
Standard  Wide 
White GET8ECWH White GET7ECWH
Silver GET8ECSI Silver GET7ECSI
Black GET8ECBL  

END CAP U TRIM:  
To start or finish panel installation
Standard  Wide 
White GET8UTWH White GET7UTWH
Silver GET8UTSI Silver GET7UTSI
Black GET8UTBL  

CLIP IN DÉCOR STRIP:  
Use to create decorative strip between panels
Standard 
Silver GET7DCSI

H JOINT/DÉCOR STRIP:
To join panels either side by side or stacking.  This has the 
effect of a silver or white décor strip
Standard  Wide 
White GET8HTWH White GET7HTWH
Silver GET8HTSI Silver GET7HTSI
Black GET8HTBL  

BASE SEAL TRIM:
Use with silicone to seal base of panels for wet applications 
(only available for 10mm panels)
Wide 
White GET7BSWH
Silver GET7BSSI

SCOTIA MOULDING:
To finish the corner between wall and ceiling or floor and wall. 
(only available for 5mm panels)
Standard 
White GET8SMWH
Silver GET8SMSI

Fire Rating:  Class 1Y

Due to the limitations of the printing process colours 
may vary from actual products. Please check pack batch 
numbers when buying your Geopanel panelling.

Do not expose PVC panelling to direct sunlight, or 
temperatures in excess of 60˚C. Freefoam reserve the 
right to alter the technical specifications in this brochure.

Finishing Trims

A

B

Internal Corner Trim

End Cap U Trim

External Corner Trim

Clip in Décor Strip

H joint/Décor Strip

Scotia Moulding

Base seal trim

Please note all the above 
illustrations show trims for 
the wide range only.

SHOWER PANELS

1M WIDE WATERPROOF PVC PANELLING - 2400 X 1000 X 10MM

250MM WIDE WATERPROOF PVC PANELLING - 2700 X 250 X 5MM

FINISHING TRIMS FOR10MM PANELS

FINISHING TRIMS FOR 5MM PANELS

CODE DESCRIPTION UNIT COLOUR

GE7 1000mm PVC Wide Panel Each 

CODE DESCRIPTION UNIT COLOUR

GE8 250mm PVC Wide Panel 4pk 

CODE DESCRIPTION UNIT COLOUR

GET7UT PVC End ‘U’ 2.4m Each 

GET7EC PVC External Corner 2.4m Each

GET7IC PVC Internal Corner 2.4m Each

GET7HT PVC ‘H’ Joiner 2.4m Each

GET7BC PVC Base Seal 2.4m Each

CODE DESCRIPTION UNIT COLOUR

GET8UT PVC End ‘U’ 2.4m Each 

GET8EC PVC External Corner 2.4m Each

GET8IC PVC Internal Corner 2.4m Each

GET8HT PVC ‘H’ Joiner 2.4m Each

GET8BC PVC Base Seal 2.4m Each

GET8SM Scotia Moulding 2.4m Each

GET8BC Decor Clip In 2.4m Each

For colour swatches see page 27

For colour swatches see page 27

See page 27 for swatches.
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INTERNAL WALL CLADDING

For use where a high level 
of hygiene is required. 
Available in different 
finishes for each individual 
job - anti-microbial, food 
safe or simply wipe clean.

INTERNAL 
CLADDING

DIVISION BAR

INTERNAL CORNER

HIGH GLOSS PANELS

2 PART DIVISION BAR STARTER TRIM

LARGE COVINGEXTERNAL CORNER

CODE SIZE UNIT COLOUR

DIV25W 2.5m Each

DIV30W 3m Each

CODE SIZE UNIT COLOUR

INT25W 2.5m Each

INT30W 3m Each

CODE SIZE COLOUR

03240W 1220x2440x3mm

03305W 1220x3050x3mm

10240W 1220x2440x10mm

CODE SIZE UNIT COLOUR

DIV252W 2.5m Each

DIV302W 3m Each

CODE SIZE UNIT COLOUR

ST25 2.5m Each

ST30W 3m Each

CODE SIZE UNIT COLOUR

COV5025W 2.5m Each

COV5030W 3m Each

CODE SIZE UNIT COLOUR

EXT25W 2.5m Each

EXT30W 3m Each

Joining strip for joining 3mm 
sheet together

Internal corner trim for hygiene 
cladding

2 part joining bar for ease 
of fitting

A starting or finishing bar for 
edging hygiene cladding

50mm Large covingExternal corner trim for hygiene 
cladding

Ideally suited to:
• Hospitals
• Vets
• Surgeries
• Schools
• Commercial Kitchens
• Hotels
• Swimming Baths
• Laboratories

Items on this page can be 
painted any colour. See 
page 4-5 for more details.
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WINDOW TRIMS

ARCHITRAVE

SQUARE & UNITRIM

QUADRANT

EDGE FILLETD SECTION

HOLLOW ANGLE

CODE DESCRIPTION UNIT COLOUR

ARC45 45mm Architrave 5m

ARC65 65mm Architrave 5m

ARC95 95mm Architrave 5m

CODE DESCRIPTION UNIT COLOUR

SQ153 15x13mm 5m

SQ202 20x22mm 5m

SQ3025 30x25mm 5m

UNI20/15 20x15mm Unitrim 5m

CODE DESCRIPTION UNIT COLOUR

QUA12 12mm Quadrant 5m

QUA19 19mm Quadrant 5m

CODE DESCRIPTION UNIT COLOUR

EDGFT 20mm Edge Fillet 5m

EDG28 28mm Edge Fillet 5m

CODE DESCRIPTION UNIT COLOUR

DSC28 28mm ‘D’ Section 5m

CODE DESCRIPTION UNIT COLOUR

AH180 100x80mm 5m

UNI20/15SQ153

Available in white and all woodgrain 
options - see page 16 for swatches

Available in white and all woodgrain 
options - see page 16 for swatches

Available in white and std woodgrain 
options - see page 16 for swatches

Available in white and std woodgrain

Available in white

Available in white and all woodgrain 
options - see page 16 for swatches

Available in white and standard 
woodgrain - see page 16

Available in white and std 
woodgrain options - see page 16

Items on this page can be 
painted any colour. See 
page 4-5 for more details.
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WINDOW TRIMS

FLEXI ANGLE

WINDOW BOARD CHANNELRIGID ANGLE

CODE DESCRIPTION UNIT COLOUR

AF252 25x25mm 5m

AF352 35x35mm 5m

AF502 50x50mm 5m

AF752 75x75mm 5m

CODE DESCRIPTION UNIT COLOUR

WBC15 10x15mm 5m

CODE DESCRIPTION UNIT COLOUR

AR252 25x25mm 5m

AR402 40x40mm 5m

AR502 50x50mm 5m

AAR602 60x60mm 5m

AR802 80x80mm 5m

AR100 100x100mm 5m

31
Available in white and all standard 
woodgrain options - see page 16 
for swatches

Available in white

Available in white

Available in white

Available in white

Glue to a window frame for a 
10mm board to engage into.

Items on this page can be 
painted any colour. See 
page 4-5 for more details.



32

T 01722 323 814 E sales@blakeleyp.com W www.blakeleyp.com

112mm HALF ROUND GUTTER SYSTEM

112MM GUTTER ½ ROUND 90º ANGLE ½ ROUND FASCIA BRACKET ½ ROUND

135º ANGLE ½ ROUND ADJ. ANGLE ½ ROUND PVC

EXT. STOPEND ½ ROUND INT. STOPEND ½ ROUND

CODE UNIT COLOUR

RG2 2m

RG4 4m

CODE UNIT COLOUR

RA1 Each

CODE UNIT COLOUR

RK1 Each

CODE UNIT COLOUR

RA2 Each

CODE UNIT COLOUR

RA3 Each

CODE UNIT COLOUR

RE1 Each

CODE UNIT COLOUR

RE2 Each

50 – 156º

Support min. every 1000mm Fix at min. 1000mm centres

W GR AGBRBL

RAINWATER GOODS COLOURS:

BLAKELEY CODE: 
Add after product code

Items on this page can be 
painted any colour. See 
page 4-5 for more details.
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HALF  
ROUND

112mm HALF ROUND GUTTER SYSTEM

The Rainwater section starts with PVCu and leads on 
to Cast Iron Style, Cast Iron, Aluminium and Galvanised 
Steel.  With large stocks on our shelves we can fulfil 
most requirements within 24 hours.  However, should 
your project need a more original look we can source 
alternative types to your satisfaction.

B

ARoof Area (M2) = A +     x Length of RoofB
2

½ Round 0.92 44 1.17 56 1.80 86 2.60 125

Square 1.70 81 2.00 96 3.14 163 3.95 189

Deepflow 2.05 98 2.56 123 3.80 183 5.00 240

Ogee 2.40 115 2.90 139 4.50 216 5.30 254

Commercial 4.30 206 6.20 297 8.62 413 12.40 594

Outlet  at end of gutter run Outlet  at centre of gutter run
Gutter Fixed Level Gutter Fixed @ 1:350 Fall Gutter Fixed Level Gutter Fixed @ 1:350 Fall
Gutter Flow l/s Roof Area M2 Gutter Flow l/s Roof Area M2 Gutter Flow l/s Roof Area M2 Gutter Flow l/s Roof Area M2

Note:  A rainwater system is suitable as long as the carrying capacity exceeds the calculated run off.

Gutter Carrying Capacities

RUNNING OUTLET ½ ROUND

½ ROUND STOPEND OUTLETGUTTER UNION ½ ROUND

CODE UNIT COLOUR

RO1 Each

CODE UNIT COLOUR

RO2 Each
CODE UNIT COLOUR

RU1 Each

68MM DOWNPIPE ROUND
CODE UNIT COLOUR

RP2.5 2.5m

RP4 4m

RP5.5 5.5m

92.5º OFFSET BEND ROUND
CODE UNIT COLOUR

RB1 Each

Items on this page can be 
painted any colour. See 
page 4-5 for more details.
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112mm HALF ROUND GUTTER SYSTEM

112.5º OFFSET BEND ROUND PIPE CLIP ROUND

HOPPER RND/SQ SPIGOT

PIPE SOCKET ROUND

DOWNPIPE SHOE ROUND

112.5º BRANCH ROUND

CODE UNIT COLOUR

RB2 Each

CODE UNIT COLOUR

RC1 Each

CODE UNIT COLOUR

RHS1 Each

CODE UNIT COLOUR

RC3 Each

CODE UNIT COLOUR

RS1 Each

CODE UNIT COLOUR

RB3 Each

CODE UNIT COLOUR

RY1 Each

SINGLE FIX PIPE CLIP ROUND

RAINWATER GOODS COLOURS:

BLAKELEY CODE: 
Add after product code

W GR AGBRBL

Items on this page can be 
painted any colour. See 
page 4-5 for more details.
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114mm SQUARE LINE GUTTER SYSTEM

114MM GUTTER SQUARE 90º ANGLE SQUARE
CODE UNIT COLOUR

RGS2 2m 

RGS4 4m

CODE UNIT COLOUR

RAS1 Each SQUARE 
LINE

Simple to install with pre-lubricated seals. 
A cost effective solution for all applications.
Connects to other PVC or metal systems using 
an extensive range of connectors.

FASCIA BRACKET SQUARE
CODE UNIT COLOUR

RKS1 Each

Support min. every 1000mm

Support min. every 1000mm

135º ANGLE SQUARE ADJUSTABLE ANGLE SQ. PVC
CODE UNIT COLOUR

RAS2 Each

CODE UNIT COLOUR

RAS5 Each

W BR AGBL

RAINWATER GOODS COLOURS:

BLAKELEY CODE: 
Add after product code

EXT. STOPEND SQUARE INT. STOPEND SQUARE
CODE UNIT COLOUR

RES1 Each

CODE UNIT COLOUR

RES2 Each

50 – 156º

Items on this page can be 
painted any colour. See 
page 4-5 for more details.
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114mm SQUARE LINE GUTTER SYSTEM

GUTTER UNION SQUARE

92.5º OFFSET BEND SQUARE

PIPE SOCKET SQUARE

STOPEND OUTLET SQUARE

112.5º OFFSET BEND SQUARE

SQUARE / ROUND ADAPTOR

DOWNPIPE SQUARE SHOE

RUNNING OUTLET SQUARE

PIPE CLIP SQUARE

HOPPER RD/SQ SPIGOT

68MM DOWNPIPE SQUARE

CODE UNIT COLOUR

RUS1 Each

CODE UNIT COLOUR

RBS1 Each

CODE UNIT COLOUR

RSS1 Each

CODE UNIT COLOUR

ROS2 Each

CODE UNIT COLOUR

RBS2 Each

CODE UNIT COLOUR

RDS2 Each

CODE UNIT COLOUR

RBS3 Each

CODE UNIT COLOUR

ROS1 Each

CODE DESC. COLOUR

RCS1 Std.

RCS2 Flush

RCS3 Single Fix

CODE UNIT COLOUR

RHS1 Each

CODE UNIT COLOUR

RPS2.5 2.5m

RPS4 4m

RPS5.5 5.5m

W BR AGBL

RAINWATER GOODS COLOURS:

BLAKELEY CODE: 
Add after product code

112.5º BRANCH SQUARE
CODE UNIT COLOUR

RYS1 Each

Items on this page can be 
painted any colour. See 
page 4-5 for more details.
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110 X 80MM OGEE GUTTER

90º ANGLE EXTERNAL OGEE

135º ANGLE EXTERNAL OGEE

90º ANGLE INTERNAL OGEE

135º ANGLE INTERNAL OGEE

EXTERNAL STOPEND L/H OGEE

CODE UNIT COLOUR

RGN4 4m

CODE UNIT COLOUR

RAN2 Each

CODE UNIT COLOUR

RAN4 Each

CODE UNIT COLOUR

RAN1 Each

CODE UNIT COLOUR

RAN3 Each

CODE UNIT COLOUR

REN1 Each

110x80mm OGEE GUTTER SYSTEM

OGEE 
SYSTEM

One of the highest capacity domestic rainwater 
systems available.
An attractive choice for properties new and old. 
Use square or round pipe and fittings.

Support min. every 800mm

W BR AGBL

RAINWATER GOODS COLOURS:

BLAKELEY CODE: 
Add after product code

Items on this page can be 
painted any colour. See 
page 4-5 for more details.
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EXTERNAL STOPEND R/H OGEE INTERNAL STOPEND L/H OGEE INTERNAL STOPEND R/H OGEE FASCIA BRACKET OGEE

FASCIA BRACKET TOP HUNG

R/H STOPEND OUTLET OGEE

GUTTER UNION OGEE RUNNING OUTLET OGEE L/H STOPEND OUTLET OGEE

CODE UNIT COLOUR

REN2 Each

CODE UNIT COLOUR

REN3 Each

CODE UNIT COLOUR

REN4 Each

CODE UNIT COLOUR

RKN1 Each

CODE UNIT COLOUR

RKN2 Each

CODE UNIT COLOUR

RON3 Each

CODE UNIT COLOUR

RUN1 Each

CODE UNIT COLOUR

RON1 Each

CODE UNIT COLOUR

RON2 Each

110x80mm OGEE GUTTER SYSTEM

Fix at min. 800mm centres

Fix at min. 800mm centres

W BR AGBL

RAINWATER GOODS COLOURS:

BLAKELEY CODE: 
Add after product code

Items on this page can be 
painted any colour. See 
page 4-5 for more details.
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115MM GUTTER DEEPFLOW 90º ANGLE DEEPFLOW

135º ANGLE DEEPFLOW

INTERNAL STOPEND DEEPFLOW RUNNING OUTLET DEEPFLOWFASCIA BRACKET DEEPFLOW

EXTERNAL STOPEND DEEPFLOW

CODE UNIT COLOUR

RGH4 4m

CODE UNIT COLOUR

RAH1 Each

CODE UNIT COLOUR

RAH2 Each

CODE UNIT COLOUR

REH2 Each

CODE UNIT COLOUR

ROH1 Each

ROH2* Each

ROH4** Each

CODE UNIT COLOUR

RKH1 Each

CODE UNIT COLOUR

REH1 Each

115mm DEEPFLOW GUTTER SYSTEM

DEEPFLOW 
SYSTEM

A high capacity semi-elliptical rainwater system 
quickly and easily installed thanks to 
pre-lubricated seals. 68mm Ø (p.33-34) or  
80mm Ø (p.40) round pipe systems are 
available.

GUTTER UNION DEEPFLOW
CODE UNIT COLOUR

RUH1 Each

* Stopend Outlet

**80mm Outlet

Support min. every 1000mm

Support min. every 1000mm

RAINWATER GOODS COLOURS:

BLAKELEY CODE: 
Add after product code

W GR AGBRBL

Items on this page can be 
painted any colour. See 
page 4-5 for more details.
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170mm COMMERCIAL RAINWATER115mm DEEPFLOW GUTTER SYSTEM

170MM COMMERCIAL GUTTER 90º ANGLE

EXTERNAL STOPEND INTERNAL STOPEND

FASCIA BRACKET 

CODE UNIT COLOUR

RGX4 4m

CODE UNIT COLOUR

RAX1 Each

CODE UNIT COLOUR

REX1 Each

CODE UNIT COLOUR

REX2 Each

CODE UNIT COLOUR

RKX1 Each

Support min. every 600mm

Support min. every 1000mm

CODE UNIT COLOUR

RUX1 Each

GUTTER UNION

RAINWATER GOODS COLOURS:

80MM PIPE 92.5º OFFSET BEND 80MM
CODE UNIT COLOUR

RPH4 4m

CODE UNIT COLOUR

RBH1 Each

112.5º OFFSET BEND 80MM SHOE 80MM
CODE UNIT COLOUR

RBH2 4m

CODE UNIT COLOUR

RBH3 Each

PIPE CLIP - SINGLE FIX 80MM HOPPER 80MM
CODE UNIT COLOUR

RCH3 4m

CODE UNIT COLOUR

RHH1 Each

SOCKET 80MM 67.5º OFFSET BRANCH 80MM
CODE UNIT COLOUR

RSH1 4m

CODE UNIT COLOUR

RYH1 Each

RAINWATER GOODS COLOURS:

BLAKELEY CODE: 
Add after product code

W GR AGBRBL GRW BL

RAINWATER GOODS COLOURS:

BLAKELEY CODE: 
Add after product code Items on this page can be 

painted any colour. See 
page 4-5 for more details.
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170mm COMMERCIAL RAINWATER

COMMERCIAL 
RAINWATER

At 170 x 100mm, this is one of the largest 
capacity PVC rainwater systems for agricultural 
and industrial buildings. Available in Deepflow 
and Half Round

HOPPER

PIPE CLIP

92.5º BRANCH 92.5º ACCESS BEND
CODE UNIT COLOUR

RHX1 Each

CODE UNIT COLOUR

SP82 Each

CODE UNIT COLOUR

SP190 Each

CODE UNIT COLOUR

SP169 Each

CODE UNIT COLOUR

SP3 3m

SP4 4m

GRW BL

RAINWATER GOODS COLOURS:

BLAKELEY CODE: 
Add after product code

CODE UNIT COLOUR

ROX1 Each

110MM DOWNPIPE

135º OFFSET BEND TOP
CODE UNIT COLOUR

SP440 Each

135º OFFSET BEND BOTTOM
CODE UNIT COLOUR

SP435 Each

DOWNPIPE SHOE
CODE UNIT COLOUR

SP161A Each

RUNNING OUTLET

Items on this page can be 
painted any colour. See 
page 4-5 for more details.
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112mm HALF ROUND SYSTEM

INTERNAL STOPEND 90º ANGLEEXTERNAL STOPEND 135º ANGLE
CODE UNIT COLOUR

CI5R Each

CODE UNIT COLOUR

C95R Each

CODE UNIT COLOUR

CE5R Each

CODE UNIT COLOUR

C15R Each

CAST IRON 
STYLE

Cost Effective Solution...
A highly cost effective low maintenance rainwater 
option. We stock a comprehensive range to suit any 
scale of construction from garden sheds to industrial 
warehousing.

112MM GUTTER HALF ROUND FASCIA BRACKET

GUTTER UNION RUNNING OUTLET

CODE UNIT COLOUR

C45R 4m

CODE UNIT COLOUR

CB5R Each

CODE UNIT COLOUR

CU5R Each

CODE UNIT COLOUR

CR5R Each

Porcelain 
White

Sandstone Olive Green Graphite 
Grey

Oxford 
Blue

Anthracite 
Grey

Also available in the following colours:

Specify when ordering. 
Lead times apply.

Items on this page can be 
painted any colour. See 
page 4-5 for more details.
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115MM GUTTER DEEPFLOW FASCIA BRACKET

GUTTER UNION

INTERNAL STOPEND 90º ANGLEEXTERNAL STOPEND 135º ANGLE

RUNNING OUTLET

CODE UNIT COLOUR

C4DF 4m

CODE UNIT COLOUR

CBDF Each

CODE UNIT COLOUR

CUDF Each

CODE UNIT COLOUR

CIDF Each

CODE UNIT COLOUR

C9DF Each

CODE UNIT COLOUR

CEDF Each

CODE UNIT COLOUR

C1DF Each

CODE UNIT COLOUR

CRDF Each

115mm CAST IRON STYLE DEEPFLOW SYSTEM

Porcelain 
White

Sandstone Olive Green Graphite 
Grey

Oxford 
Blue

Anthracite 
Grey

Also available in the following colours:

Specify when ordering. 
Lead times apply.

Items on this page can be 
painted any colour. See 
page 4-5 for more details.
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CAST IRON 
STYLE OGEE

An innovative product where a low-maintenance, 
easy to install rainwater system is required. Connects 
to 63mm round and 65mm downpipe systems and a 
good range of realistic cast iron-style hoppers.

108MM OGEE GUTTER FASCIA BRACKET

GUTTER UNION

90º INT/EXT ANGLEEXTERNAL STOPEND LH/RH 135º INT/EXT ANGLE

RUNNING OUTLET

CODE UNIT COLOUR

C2OG 2m

C4OG 4m

CODE UNIT COLOUR

CBOG Each

CODE UNIT COLOUR

CUOG Each

CODE DESC UNIT COLOUR

C9IOG Internal Each

C9EOG External Each

CODE DESC UNIT COLOUR

CLEOG Left Hand Each

CREOG Right Hand Each

CODE DESC UNIT COLOUR

C1IOG Internal Each

C1EOG External Each

CODE UNIT COLOUR

CROG Each

106x70mm CAST IRON STYLE OGEE

Porcelain 
White

Sandstone Olive Green Graphite 
Grey

Oxford 
Blue

Anthracite 
Grey

Also available in the following colours:

Specify when ordering. 
Lead times apply.

Items on this page can be 
painted any colour. See 
page 4-5 for more details.
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CAST IRON 
STYLE HOPPERS

CAST IRON STYLE HOPPERS

A selection of authentic fittings enables the installer to 
quickly and easily achieve a downpipe system with a 
timeless appeal.

BATH HOPPER GOTHIC HOPPER

LONG UNDATED HOPPER

SMALL OGEE HOPPER DATED HOPPERMEDIUM OGEE HOPPER

SMALL UNDATED HOPPER

CODE UNIT COLOUR

BMBHP Each

CODE UNIT COLOUR

BMGHP Each

CODE UNIT COLOUR

BMLHP Each

CODE UNIT COLOUR

BMSOH Each

CODE UNIT COLOUR

BMDHP Each

CODE UNIT COLOUR

BMMOH Each

CODE UNIT COLOUR

BMSHP Each

Porcelain 
White

Sandstone Olive Green Graphite 
Grey

Oxford 
Blue

Anthracite 
Grey

Also available in the following colours:

Specify when ordering. 
Lead times apply.

Items on this page can be 
painted any colour. See 
page 4-5 for more details.
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CAST IRON STYLE PIPE & FITTINGS

SOCKETED PIPE PLAIN COUPLER

LUGGED COUPLER

112.5º LH/RH SPIGOT BEND 92.5º BEND

112.5º SPIGOT BEND

CODE UNIT COLOUR

BMDPP 1.8m

BMDP2 2.5m

CODE UNIT COLOUR

BMPLC Each

CODE UNIT COLOUR

BMPCL Each

CODE DESC UNIT COLOUR

BMLHB Left Hand Each

BMRHB Right Hand Each

CODE UNIT COLOUR

BM92D Each

CODE UNIT COLOUR

BMPOB Each

Moulded lugs for 
secure fixing

Porcelain 
White

Sandstone Olive Green Graphite 
Grey

Oxford 
Blue

Anthracite 
Grey

Also available in the following colours:

Specify when ordering. 
Lead times apply.

Items on this page can be 
painted any colour. See 
page 4-5 for more details.
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CAST IRON STYLE PIPE & FITTINGS

CAST IRON 
STYLE PIPE  

 & FITTINGS

A lightweight, cost effective, low maintenance 
solution with aesthetic appeal. Ideally suited to period 
properties in rural settings.

PLINTH OFFSET WITH LUGS

OFFSET SWAN NECK

135º BEND

CODE UNIT COLOUR

BMPLO Each

CODE DESC UNIT COLOUR

BM075 75mm Each

BM115 115mm Each

BM150 150mm Each

BM230 230mm Each

BM305 305mm Each

BM380 380mm Each

BM455 455mm Each

BMAOB 250-650mm Each
 (adjustable - cut to size)

CODE UNIT COLOUR

BM13D Each

SHOE WITH LUGS PIPE CLIP
CODE UNIT COLOUR

BMSHL Each

CODE UNIT COLOUR

BMCLP Each

112º/135º PIPE BRANCH
CODE DESC UNIT COLOUR

BM13H 135º Each

BM12H 112º Each

Porcelain 
White

Sandstone Olive Green Graphite 
Grey

Oxford 
Blue

Anthracite 
Grey

Also available in the following colours:

Specify when ordering. 
Lead times apply.

50mm projection

Items on this page can be 
painted any colour. See 
page 4-5 for more details.
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RAINWATER ANCILLARIES

GALVANISED OUTLET BALLOONS

LEAF PROTECTOR MESH

LUBRICANT GELSILICONE SPRAY LUBRICANT

GUTTER BRUSH TEMPORARY DOWN PIPE

DRAIN GUARD

SILICONE GREASE

GUTTER BRUSH CLIP

OUTLET BALLOON

UNIVERSAL RAINWATER ADPTR.

RAINWATER DIVERTER

CODE DESC UNIT

WB25 2½” (65mm Aprox) Each

WB3 3” (75mm Aprox) Each

WB4 4” (100mm Aprox) Each

CODE UNIT COLOUR

FSLPM 5m

CODE UNIT 

SG800 800gm

CODE UNIT 

FSSLB 400ml Can

CODE UNIT COLOUR

GB4M100 4m

GB4M125BL 4m

GB4M150BL 4m

GB4M200BL 4m

CODE UNIT 

LFT6 165m x 150mm

CODE UNIT COLOUR

DG1 Each

CODE UNIT 

SG100 100gm

CODE UNIT 

GBCLIP Pk 20

CODE UNIT COLOUR

FSBAL Each

CODE UNIT COLOUR

FSURA Each

CODE UNIT COLOUR

FSRWD Each

W GR BRBL

RAINWATER GOODS COLOURS:

BLAKELEY CODE: 
Add after product code
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RAINWATER ANCILLARIES

TOP RAFTER BRACKET SIDE RAFTER BRACKET

D/F – ½ RD ADAPTOR

½ RD/DF RAFTER BRACKET

SQ PVC – LH/RH OGEE

CAST IRON STYLE PVC APTR.68MM UNIFIT OUTLET

½ RD PVC – LH/RH OGEE

RISE & FALL BRACKET

½ RD PVC – CAST IRON

SQ–½ RD GUTTER ADAPTOR

CODE UNIT 

FSTRB Each

CODE UNIT 

FSSRB Each

CODE UNIT COLOUR

RHR3 Each
CODE DESC UNIT COLOUR

RNR3 Right Hand Each

RNR4 Left Hand Each

CODE DESC UNIT COLOUR

RNS3 Right Hand Each

RNS4 Left Hand Each

CODE DESC UNIT COLOUR

RD3 RH OGEE Each

RD4 LH OGEE Each

RD5 ½RND C/IRON Each

CODE UNIT COLOUR

RDS1 Each

CODE UNIT DESCRIPTION

FSSRB5R Each Side Fix Half Round

FSTRB5R Each Top Fix Half Round

FSTRBDF Each Top Fix Deep Flow

CODE UNIT COLOUR

FSCIP Each

CODE UNIT COLOUR

ROU1 Each

CODE DESCRIPTION UNIT

CF5R Half Round Each

CFDF Deep Flow Each

Complete with 
Drive In Spike

Add colour 
after product 
code

D/F–SQ ADAPTOR
CODE UNIT COLOUR

RHS3 Each

W GRBL

RAINWATER GOODS COLOURS:

BLAKELEY CODE: 
Add after product code

Items on this page can be 
painted any colour. See 
page 4-5 for more details.
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HALF ROUND CAST IRON GUTTER SYSTEMS

90º ANGLE DOUBLE SOCKET

STOPEND OUTLET EXTERNAL 63MM Ø

STOPEND OUTLET EXTERNAL 76MM Ø

STOPEND OUTLET INTERNAL 63MM Ø

STOPEND OUTLET INTERNAL 76MM Ø

EXTERNAL STOPEND

HALF ROUND GUTTER 1.83M (6’)

135º ANGLE DOUBLE SOCKET

INTERNAL STOPEND

UNION CLIPS

SIZE CODE PRIMED CODE PAINTED

100mm (4”) HG40A9 HG40A9PA

113mm (4½”) HG45A9 HG45A9PA

125mm (5”) HG50A9 HG50A9PA

150mm (6”) HG60A9 HG60A9PA

SIZE CODE PRIMED CODE PAINTED

100mm (4”) HG40DE25E HG40DE25EPA

113mm (4½”) HG45DE25E HG45DE25EPA

125mm (5”) HG50DE25E HG50DE25EPA

SIZE CODE PRIMED CODE PAINTED

100mm (4”) HG40DE30E HG40DE30EPA

113mm (4½”) HG45DE30E HG45DE30EPA

125mm (5”) HG50DE30E HG50DE30EPA

SIZE CODE PRIMED CODE PAINTED

100mm (4”) HG40DE25I HG40DE25IPA

113mm (4½”) HG45DE25I HG45DE25IPA

125mm (5”) HG50DE25I HG50DE25IPA

SIZE CODE PRIMED CODE PAINTED

100mm (4”) HG40DE30I HG40DE30IPA

113mm (4½”) HG45DE30I HG45DE30IPA

125mm (5”) HG50DE30I HG50DE30IPA

SIZE CODE PRIMED CODE PAINTED

100mm (4”) HG40SEE HG40SEEPA

113mm (4½”) HG45SEE HG45SEEPA

125mm (5”) HG50SEE HG50SEEPA

150mm (6”) HG60SEE HG60SEEPA

SIZE CODE PRIMED CODE PAINTED

100mm (4”) HG406FT HG406FTPA

113mm (4½”) HG456FT HG456FTPA

125mm (5”) HG506FT HG506FTPA

150mm (6”) HG606FT HG606FTPA

SIZE CODE PRIMED CODE PAINTED

100mm (4”) HG40A13 HG40A13PA

113mm (4½”) HG45A13 HG45A13PA

125mm (5”) HG50A13 HG50A13PA

150mm (6”) HG60A13 HG60A13PA

SIZE CODE PRIMED CODE PAINTED

100mm (4”) HG40SEI HG40SEIPA

113mm (4½”) HG45SEI HG45SEIPA

125mm (5”) HG50SEI HG50SEIPA

150mm (6”) HG60SEI HG60SEIPA

SIZE CODE PRIMED CODE PAINTED

100mm (4”) HG40UC HG40UCPA

113mm (4½”) HG45UC HG45UCPA

125mm (5”) HG50UC HG50UCPA

150mm (6”) HG60UC HG60UCPA

RAL 3009

RAL 8015

RAL 3020

RAL 9005

RAL 5010

RAL 9016

RAL 6005 RAL 7016

RAL Colour:

Specify When Ordering

Items on this page can be 
painted any colour. See 
page 4-5 for more details.
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CAST 
IRON

HALF ROUND CAST IRON GUTTER SYSTEMS

RUNNING OUTLET - D/SOCKET  63MM Ø

RUNNING OUTLET - D/SOCKET 76MM Ø

RUNNING OUTLET - D/SOCKET 102MM Ø

RAFTER BRACKET SIDE FIX DRIVE IN RISE & FALL BRACKET DRIVE IN RISE & FALL BRACKETRAFTER BRACKET TOP FIX

FASCIA BRACKET GALVANISED STEEL

FASCIA BRACKET CAST IRON

DRIVE IN RISE & FALL BRACKET

SIZE CODE PRIMED CODE PAINTED

100mm (4”) HG40RO25 HG40RO25PA

113mm (4½”) HG45RO25 HG45RO25PA

125mm (5”) HG50RO25 HG50RO25PA

SIZE CODE PRIMED CODE PAINTED

100mm (4”) HG40RO30 HG40RO30PA

113mm (4½”) HG45RO30 HG45RO30PA

125mm (5”) HG50RO30 HG50RO30PA

150mm (6”) HG60RO30 HG60RO30PA

SIZE CODE PRIMED CODE PAINTED

125mm (5”) HG50RO40 HG50RO40PA

150mm (6”) HG60RO40 HG60RO40PA

SIZE CODE GALV 

100mm (4”) HG40RBSF

113mm (4½”) HG45RBSF

125mm (5”) HG50RBSF

150mm (6”) HG60RBSF

SIZE CODE GALV

100mm (4”) HG40R&FGS

113mm (4½”) HG45R&FGS

125mm (5”) HG50R&FGS

150mm (6”) HG60R&FGS

SIZE CODE GALV

100mm (4”) HG40R&FWS

113mm (4½”) HG45R&FWS

125mm (5”) HG50R&FWS

150mm (6”) HG60R&FWS

SIZE CODE GALV

100mm (4”) HG40RBTF

113mm (4½”) HG45RBTF

125mm (5”) HG50RBTF

150mm (6”) HG60RBTF

SIZE CODE

100mm (4”) HG40FBGS

113mm (4½”) HG45FBGS

125mm (5”) HG50FBGS

150mm (6”) HG60FBGS

SIZE CODE PRIMED CODE PAINTED

100mm (4”) HG40FBCI HG40FBCIPA

113mm (4½”) HG45FBCI HG45FBCIPA

125mm (5”) HG50FBCI HG50FBCIPA

150mm (6”) HG60FBCI HG60FBCIPA

SIZE CODE PRIMED CODE PAINTED

100mm (4”) HG40FBCI HG40FBCIPA

Complete with Ornamental Stay

Complete 
with Stay

Items on this page can be 
painted any colour. See 
page 4-5 for more details.
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VICTORIAN OGEE CAST IRON GUTTER SYSTEMS

INTERNAL/EXTERNAL 90º ANGLE

EXTERNAL STOPEND LEFT/RIGHT HAND

VICTORIAN OGEE GUTTER 1.83M (6’)

INTERNAL/EXTERNAL 135º ANGLE

INTERNAL STOPEND LEFT HAND

UNION CLIPS

SIZE CODE PRIMED CODE PAINTED

113mm (4½”) OG45IA90 OG45IA90PA

125mm (5”) OG50IA90 OG50IA90PA

113mm (4½”) OG45EA90 OG45EA90PA

125mm (5”) OG50EA90 OG50EA90PA

SIZE CODE PRIMED CODE PAINTED

113mm (4½”) OG45SELE OG45SELEPA

125mm (5”) OG50SELE OG50SELEPA

113mm (4½”) OG45SERE OG45SEREPA

125mm (5”) OG50SERE OG50SEREPA

SIZE CODE PRIMED CODE PAINTED

113mm (4½”) OG456FT OG456FTPA

125mm (5”) OG506FT OG506FTPA

SIZE CODE PRIMED CODE PAINTED

113mm (4½”) OG45IA135 OG45IA135PA

125mm (5”) OG50IA135 OG50IA135PA

113mm (4½”) OG45EA135 OG45EA135PA

125mm (5”) OG50EA135 OG50EA135PA

SIZE CODE PRIMED CODE PAINTED

100mm (4”) OG40SELI OG40SELIPA

113mm (4½”) OG45SELI OG45SELIPA

SIZE CODE PRIMED CODE PAINTED

113mm (4½”) OG45UC OG45UCPA

125mm (5”) OG50UC OG50UCPA

RAL 3009

RAL 8015

RAL 3020

RAL 9005

RAL 5010

RAL 9016

RAL 6005 RAL 7016

RAL Colour:

Specify When Ordering

Items on this page can be 
painted any colour. See 
page 4-5 for more details.
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CAST 
IRON

VICTORIAN OGEE CAST IRON GUTTER SYSTEMS

RUNNING OUTLET - S/SOCKET  63MM Ø

RUNNING OUTLET - S/SOCKET 76MM Ø

RUNNING OUTLET - S/SOCKET 102MM Ø

RAFTER BRACKET SIDE FIX DRIVE IN RISE & FALL BRACKET DRIVE IN RISE & FALL BRACKET C/W STAY

RAFTER BRACKET TOP FIXFASCIA BRACKET GALVANISED STEEL

FASCIA BRACKET CAST IRON

SIZE CODE PRIMED CODE PAINTED

113mm (4½”) OG45RO25 OG45RE25PA

125mm (5”) OG50RO25 OG50RE25PA

SIZE CODE PRIMED CODE PAINTED

113mm (4½”) OG45RO30 OG45RO30PA

125mm (5”) OG50RO30 OG50RO30PA

SIZE CODE PRIMED CODE PAINTED

125mm (5”) OG50RO40 OG50RO40PA

SIZE CODE PRIMED CODE PAINTED

113mm (4½”) OG45RBSF N/A

125mm (5”) OG50RBSF N/A

SIZE CODE PRIMED CODE PAINTED

113mm (4½”) OG45R&FGS N/A

125mm (5”) OG50R&FGS N/A

SIZE CODE PRIMED CODE PAINTED

113mm (4½”) OG45R&FWS N/A

125mm (5”) OG50R&FWS N/A

SIZE CODE PRIMED CODE PAINTED

113mm (4½”) OG45RBTF N/A

125mm (5”) OG50RBTF N/A

SIZE CODE PRIMED CODE PAINTED

113mm (4½”) OG45FBGS N/A

125mm (5”) OG50FBGS N/A

SIZE CODE PRIMED CODE PAINTED

113mm (4½”) OG45FBCI OG45FBCIPA

125mm (5”) OG50FBCI OG50FBCIPA

Areas largest stockist of Cast Iron 
Fittings...
We offer the most comprehensive range of Cast 
Iron rainwater goods in the South of England. 
Choose from any RAL colour and order your 
guttering and down pipes pre-painted, saving 
you time and money! We source our products 
from a range of suppliers, guaranteeing you the 
best possible price and quality.

Items on this page can be 
painted any colour. See 
page 4-5 for more details.
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CAST IRON PIPE & FITTINGS

ROUND CAST IRON PIPE EARED

ROUND CAST IRON SHOE EARED

ROUND CAST IRON SOCKET EARED

ROUND CAST IRON BENDS

ROUND CAST IRON BRANCHES

SIZE Ø LENGTH CODE PRIMED CODE PAINTED

63mm (2½”)  1.8m (6’) P256FT P256FTPA

63mm (2½”)  0.9m (3’) P253FT P253FTPA

75mm (3”)  1.8m (6’) P306FT P306FTPA

75mm (3”)  0.9m (3’) P303FT P303FTPA

100mm (4”)  1.8m (6’) P406FT P406FTPA

100mm (4”)  0.9m (3’) P403FT P403FTPA

SIZE Ø CODE PRIMED CODE PAINTED

63mm (2½”)  P25SHE P25SHEPA

75mm (3”)  P30SHE P30SHEPA

100mm (4”)  P40SHE P40SHEPA

SIZE Ø CODE PRIMED CODE PAINTED

63mm (2½”)  P25SOC P25SOCPA

75mm (3”)  P30SOC P30SOCPA

100mm (4”)  P40SOC P40SOCPA

SIZE Ø ANGLE CODE PRIMED CODE PAINTED

63mm (2½”)  92.5º P25B92 P25B92PA

75mm (3”)  92.5º P30B92 P30B92PA

100mm (4”)  92.5º P40B92 P40B92PA

63mm (2½”)  112.5º P25B112 P25B112PA

75mm (3”)  112.5º P30B112 P30B112PA

100mm (4”)  112.5º P40B112 P40B112PA

63mm (2½”)  135º P25B135 P25B135PA

75mm (3”)  135º P30B135 P30B135PA

100mm (4”)  135º P40B135 P40B135PA

SIZE Ø ANGLE CODE PRIMED CODE PAINTED

63mm (2½”)  92.5º P25BR92 P25BR92PA

75mm (3”)  92.5º P30BR92 P30BR92PA

100mm (4”)  92.5º P40BR92 P40BR92PA

63mm (2½”)  112.5º P25BR112 P25BR112PA

75mm (3”)  112.5º P30BR112 P30BR112PA

100mm (4”)  112.5º P40BR112 P40BR112PA

63mm (2½”)  135º P25BR135 P25BR135PA

75mm (3”)  135º P30BR135 P30BR135PA

100mm (4”)  135º P40BR135 P40BR135PA

92.5º

112.5º92.5º

112.5º

135º

135º

Items on this page can be 
painted any colour. See 
page 4-5 for more details.
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CAST IRON PIPE & FITTINGS

CAST IRON 
PIPE & FITTINGS

CAST IRON RECTANGULAR LARGE HOPPER

CAST IRON RECTANGULAR SMALL HOPPER

CAST IRON OGEE HOPPER FLAT BACK

CAST IRON OGEE CORNER HOPPER

ROUND CAST IRON 112.5º OFFSET BENDS

SIZE Ø CODE PRIMED CODE PAINTED

63mm (2½”)  HH00325 HHOO325PA

75mm (3”)  HH00330 HHOO330PA

100mm (4”)  HH00340 HHOO340PA

SIZE Ø CODE PRIMED CODE PAINTED

63mm (2½”)  HH00225 HHOO225PA

75mm (3”)  HH00230 HHOO230PA

100mm (4”)  HH00240 HHOO240PA
250 x 180 
x 180mm

305 x 250 
x 200mm

SIZE Ø CODE PRIMED CODE PAINTED

63mm (2½”)  HH00125F HHOO125FPA

75mm (3”)  HH30130F HH3O130FPA

100mm (4”)  HH40140F HH4O140FPA

SIZE Ø CODE PRIMED CODE PAINTED

63mm (2½”)  HH00125C HHOO125CPA

75mm (3”)  HH30130C HH3O130CPA

100mm (4”)  HH40140C HH4O140CPA

SIZE Ø OFFSET CODE PRIMED CODE PAINTED

63mm (2½”)  76mm (3”) P25OF03 P25OF03PA

63mm (2½”)  114mm (4”) P25OF04 P25OF04PA

63mm (2½”)  152mm (6”) P25OF06 P25OF06PA

63mm (2½”)  228mm (9”) P25OF09 P25OF09PA

63mm (2½”)  304mm (12”) P25OF12 P25OF12PA

63mm (2½”)  381mm (15”) P25OF15 P25OF15PA

63mm (2½”)  457mm (18”) P25OF18 P25OF18PA

63mm (2½”)  533mm (21”) P25OF21 P25OF21PA

63mm (2½”)  609mm (24”) P25OF24 P25OF24PA

63mm (2½”)  685mm (27”) P25OF27 P25OF27PA

63mm (2½”)  762mm (30”) P25OF30 P25OF30PA

75mm (3”)  76mm (3”) P30OF03 P30OF03PA

75mm (3”) 114mm (4”) P30OF04 P30OF04PA

75mm (3”)  152mm (6”) P30OF06 P30OF06PA

75mm (3”)  228mm (9”) P30OF09 P30OF09PA

75mm (3”) 304mm (12”) P30OF12 P30OF12PA

75mm (3”)  381mm (15”) P30OF15 P30OF15PA

75mm (3”) 457mm (18”) P30OF18 P30OF18PA

75mm (3”)  533mm (21”) P30OF21 P30OF21PA

75mm (3”) 609mm (24”) P30OF24 P30OF24PA

75mm (3”))  685mm (27”) P30OF27 P30OF27PA

75mm (3”)  762mm (30”) P30OF30 P30OF30PA

100mm (4”)  76mm (3”) P40OF03 P40OF03PA

100mm (4”)  114mm (4”) P40OF04 P40OF04PA

100mm (4”)  152mm (6”) P40OF06 P40OF06PA

100mm (4”)  228mm (9”) P40OF09 P40OF09PA

100mm (4”)  304mm (12”) P40OF12 P40OF12PA

100mm (4”)  381mm (15”) P40OF15 P40OF15PA

100mm (4”) 457mm (18”) P40OF18 P40OF18PA

100mm (4”) 533mm (21”) P40OF21 P40OF21PA

100mm (4”) 609mm (24”) P40OF24 P40OF24PA

100mm (4”) 685mm (27”) P40OF27 P40OF27PA

100mm (4”)  762mm (30”) P40OF30 P40OF30PA

Areas largest stockist of Cast Iron Fittings...
We offer the most comprehensive range of Cast Iron 
rainwater goods in the South of England. Choose 
from any RAL colour and order your guttering and 
down pipes pre-painted, saving you time and money! 
We source our products from a range of suppliers, 
guaranteeing you the best possible price and quality.

Items on this page can be 
painted any colour. See 
page 4-5 for more details.
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110MM OFFSET BEND

SOIL & WASTE

110MM PIPE SINGLE SOCKET 110MM BRACKET 110MM PIPE COUPLING ADJUSTABLE BEND 0-90º

110MM SOIL PIPE BRANCHES

110MM TERMINAL FITTINGS

110MM SOIL PIPE BEND

BOSSES & MANIFOLDS
ACCESS FITTINGS

CODE DESCRIPTION COLOUR 

SP3 3m Pipe

SP4 4m Pipe

CODE DESCRIPTION COLOUR 

SP82 Pipe Clip

SP83 Socket Clip

CODE DESCRIPTION COLOUR 

SP105 Double Socket

SP124 Single Socket

CODE DESCRIPTION COLOUR 

SP560 Adjustable Bend

CODE DESCRIPTION COLOUR

SP190 92.5º (87.5º) Branch

SP200 112.5º (67.5º) Branch

SP210 135º (45º) Branch

SP230 92.5º (87.5º) Double Branch

CODE DESCRIPTION COLOUR

SP300 Weathering Collar

SP302 Vented Terminal

SP310 Extract Cowl

SP320 Weathering Slate 500 x 600mm

CODE DESCRIPTION COLOUR

SP161 92.5º (87.5º) Socket & Spigot

SP561 92.5º (87.5º) Double Socket

SP162 112.5º (67.5º) Socket & Spigot

SP163 135º (45º) Socket & Spigot

CODE DESCRIPTION COLOUR

SP581 Boss Pipe Socket/Spigot

SP582 Boss Pipe Socket/Solvent Socket

SP583 Short Boss Pipe

SP319 Strap On Boss

SP588 Soil Manifold 
 (One Open Boss) 30/40/50mm Connections

CODE DESCRIPTION COLOUR

SP169 92.5º (87.5º) Access Bend

SP502 92.5º (87.5º) Access Branch

SP292 Screwed Access Cap

SP296 Socket Plug

SP274 Access Pipe Socket/Spigot

SP275 Access Pipe Socket/Solvent Socket

CODE DESCRIPTION COLOUR

SP440 135º (45º) Top Bend

SP435 135º (45º) Bottom Bend

SP502

SP588 SP581

SP319

SP583
SP310

SP300

SP302

SP320

SP190SP230SP163

SP105

SP124

SP561SP161SP440SP435

SP274 SP169

SP292

Do not 
solvent weld

Items on this page can be 
painted any colour. See 
page 4-5 for more details.
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SOIL & WASTE

SOIL & WASTE 
PIPE/FITTINGS

SP302 Vent Terminal

SP300 Weathering Collar

SP320 Weathering Slate

FC110 Fire Protection Collar

SP230 92.5º (87.5º) Double Branch

AV40 Air Admittance Valve

SP581 Boss Pipe Socket Spigot

SP274 Access Pipe Socket Spigot

SP83 Socket Clip

AV110 Air Admittance Valve.
The Air Admittance Valve is 
designed to allow the free entry 
of air into the sanitary pipework 
system without the escape of the 
foul gas into the building. 
Sizes: 32mm - 110mm

The above drawings 
are for illustrative 
purposes only

SP440
Offset Bend

SP435
Offset Bend

SP319
Strap On Boss

SP82
Pipe Clip

SP101
Straight WC 
Connector

BOSS ADAPTOR RUBBER (PUSH FIT)

UNIVERSAL PIPE CONNECTOR

AIR ADMITTANCE VALVE

REDUCERS

BOSS ADAPTOR SOLVENT WELD

CODE DESCRIPTION COLOUR 

SP10 32mm

SP11 40mm

SP12 50mm

CODE DESCRIPTION COLOUR 

SP140 Adapts to soil/clay/CI,drainage

CODE DESCRIPTION COLOUR 

AV110 Solvent

AF110 Push Fit

CODE DESCRIPTION COLOUR 

SP95 110x50mm Waste

SP96 110x68mm Rainwater

SP97 110x82mm Soil

D95 Uni Waste Adaptor 32/40/50mm

FSURA Uni Rainwater Adaptor (Sq/Rd)

D97 80x110mm Adaptor

CODE DESCRIPTION COLOUR 

SP20 32mm

SP21 40mm

SP22 50mm

AF110 AV110

D95

FSURA

SP95

SP96

W GRBL

RAINWATER GOODS COLOURS:

BLAKELEY CODE: 
Add after product code

Items on this page can be 
painted any colour. See 
page 4-5 for more details.
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STANDARD LENGTHS (MM) 2000,2500,3000,3500,4000,4500, 5000, 7000
STANDARD WIDTHS (MM) 700, 1050, 1200, 1400, 2100
STANDARD THICKNESSES (MM) 10, 16, 25, 35

Colour Key:

CL OP BR

 POLYCARBONATE SHEETING

POLYCARBONATE 
SHEETING

Twinwall

Triplewall
M

ul
tiw

all

SHEET SIZES

10mm

16mm
25

 &
 3

5m
m

SHEET SIZES

58

Can be cut to size - please ask
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SELF SUPPORTING GLAZING SYSTEM

WALLPLATE EAVES BEAM HEAVY DUTY END CAPS

EAVES BEAM LOW PITCH GUTTER PACK EDGE BAR

GLAZING BAR (SELF SUPPORT)
CODE DESC UNIT COLOUR

WP3 Wallplate 3m

WP4 Wallplate 4m

WP6 Wallplate 6m

CODE DESC UNIT COLOUR

EAHD3 Heavy Duty 3m

EAHD4 Heavy Duty 4m

EAHD6 Heavy Duty 6m

CODE DESC UNIT COLOUR

ECEC Economy Each

HDEC Heavy Duty Each

CODE DESC UNIT COLOUR

EA3 Low Pitch 3m

EA4 Low Pitch 4m

EA6 Low Pitch 6m

CODE DESC UNIT COLOUR

GUT4 Gutterpack 4m

GUT8 Gutterpack 8m

CODE DESC UNIT COLOUR

ED20 Incl End Cap 2m

ED25 Incl End Cap 2.5m

ED30 Incl End Cap 3m

ED35 Incl End Cap 3.5m

ED40 Incl End Cap 4m

ED60 Incl End Cap 6m

CODE DESC UNIT COLOUR

ECO20 Eco Incl End Cap 2m

ECO25 Eco Incl End Cap 2.5m

ECO30 Eco Incl End Cap 3m

HD30 H/duty Incl End Cap 3m

HD35 H/duty Incl End Cap 3.5m

HD40 H/duty Incl End Cap 4m

HD60 H/duty Incl End Cap 6m

25
 &

 3
5m

m

Finishes:

BLAKELEY CODE: 
Add after product code

Rosewood White

RW WH
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RAFTER SUPPORTING GLAZING SYSTEM

RAFTER END CAPS

RAFTER BAR BRIDGING

LEAN TO FLASHING TRIM

RAFTER SUPPORT BARS RAFTER BAR EDGE TRIM

ALUMINIUM ‘F’ TRIM

CODE DESC UNIT COLOUR

RBEC End Cap Each

CODE DESC UNIT COLOUR

RBBDG Bridging Cap Each

CODE DESC UNIT COLOUR

LTF3 Flashing Trim 3m

LTF6 Flashing Trim 6m

CODE DESC UNIT COLOUR

RB20 Incl End Cap 2m

RB25 Incl End Cap 2.5m

RB30 Incl End Cap 3m

RB40 Incl End Cap 4m

RB50 Incl End Cap 5m

RB60 Incl End Cap 6m

CODE DESC UNIT COLOUR

ET20 Edge Trim 2m

ET25 Edge Trim 2.5m

ET30 Edge Trim 3m

ET40 Edge Trim 4m

ET50 Edge Trim 5m

ET60 Edge Trim 6m

CODE DESC UNIT COLOUR

AF103 10mm ‘F’ Trim 3m

AF104 10mm ‘F’ Trim 4m

AF105 10mm ‘F’ Trim 5m

AF106 10mm ‘F’ Trim 6m

AF163 16mm ‘F’ Trim 3m

AF164 16mm ‘F’ Trim 4m

AF165 16mm ‘F’ Trim 5m

AF166 16mm ‘F’ Trim 6m

AF253 25mm ‘F’ Trim 3m

AF254 25mm ‘F’ Trim 4m

AF255 25mm ‘F’ Trim 5m

AF256 25mm ‘F’ Trim 6m

AF353 35mm ‘F’ Trim 3m

AF354 35mm ‘F’ Trim 4m

AF355 35mm ‘F’ Trim 5m

AF356 35mm ‘F’ Trim 6mFinishes:

BLAKELEY CODE: 
Add after product code

White Brown

WH BR
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FIXING BUTTONS EXPANDING FOAM TAPE

BREATHER/BLANKING TAPE POLYCARBONATE ‘H’ SECTION

POLYCARBONATE ‘U’ PROFILE

PVC SHEET CLOSER

ALUMINIUM SHEET CLOSER

ROOF SHEETING 
ACCESSORIES

61

CODE DESC UNIT COLOUR

FB10 10mm pk10

FB16 16mm pk10

FB25 25mm pk10

CODE DESC UNIT

STP10 10mm Breather Tape 10m

STP16 16mm Breather Tape 10m

STP25 25mm Breather Tape 10m

STP35 35mm Breather Tape 10m

BLT16 16mm Blanking Tape 10m

BLT25 25mm Blanking Tape 10m

BLT35 35mm Blanking Tape 10m

CODE DESC UNIT

H102 10mm Clear 2m 

H162 16mm Clear 2m

H103 10mm Clear 3m

H163 16mm Clear 3m

H106 10mm Clear 6m

H166 16mm Clear 6m

CODE DESC UNIT

UP10 10mm Clear 2.1m 

UP16 16mm Clear 2.1m

CODE DESC UNIT COLOUR

SC10 10mm 2.1m 

SC16 16mm 2.1m

SC25 25mm 2.1m

SC35 35mm 2.1m

CODE DESC UNIT COLOUR

ASC6.4 6.4mm 2.1m 

ASC10 10mm 2.1m

ASC16 16mm 2.1m

ASC25 25mm 2.1m

ASC35 35mm 2.1m

CODE DESC

EXP Expands from 5mm to  

 25mm 6.6m long

Finishes:

BLAKELEY CODE: 
Add after product code

White Brown

WH BR
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COMPOSITE DECKING

Our wood-polymer composite (WPC) decking 
boards are a low maintenance and much longer-
lasting alternative to timber deck boards.

• Premium wood-grain effect boards
• Engineered with plastic cap for maximum 

possible durability
• Minimal expansion, fading and staining

CODE DESCRIPTION UNIT

FIXINGS

WPCSST-SCREW-SIG WPCSST-CLIP-SIG WPCSST-CL-SIG

WPCSST-SCREW-SIG Decking Fixing Clip Screw 100
WPCSST-CLIP-SIG Decking Fixing Clip PVC 100
WPCSST-CL-SIG Decking Starter Clip 50

CODE DESCRIPTION UNIT

148x3000x25MM COMPOSITE DOUBLE FACED BULLNOSE PLANK

WPCDB30-EB Ebony 3M
WPCDB30-MA Mahogany 3M
WPCDB30-TK Teak 3M
WPCDB30-SB Silver Birch 3M

For neat finishing at edge of 
deck areas and step treads.

CODE DESCRIPTION UNIT

148x3000x25MM COMPOSITE DOUBLE FACED DECKING PLANK

WPCDF30-TK/MAH Teak / Mahogany 3M
WPCDF30-EB/SB Silver Birch / Ebony 3M

TEAK MAHOGANY SILVER BIRCH EBONY

Pedestal and frames available on request
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CUSTOMISED PRODUCTS & SPECIALIST GUTTERING

CAST ALUMINIUM
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Bespoke products can be 
produced and manufactured 
to customers requirements.

Illustrated here is a casting 

taken from a source product to 

ensure the polyurethane replica 

perfectly matches the classic 

wooden original.

Cast Aluminium - the obvious choice for 
the discerning specifier or installer.  
A large range of sizes and styles with 
round, square or rectangular pipe 
options, available Powder Coated finish 
in any RAL colour.

Long lasting and
lightweight solution

Contemporary 
styling

BESPOKE ALUMINIUM

Aluminium is a metal with exceptional 
characteristics, both in respect of its 
functional performance and sustainable 
credentials. Recyclable, strong, versatile, 
lightweight, and highly resistant to corrosion.
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